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(57) ABSTRACT

The invention relates to a fixing arrangement of a hoisting
machine, in which arrangement the hoisting machine com-
prises a stationary structure as well as a rotating structure;
which rotating structure comprises a traction sheave, which
comprises a traction surface for exerting a force effect; and in
which fixing arrangement the hoisting machine is fixed with
fixing means to an elongated support structure such that the
hoisting machine is fixed to the support structure from at least
two points that are situated apart in the width direction (w) of
the support structure for damping the vibration caused by the
operation of the hoisting machine.
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1
FIXING ARRANGEMENT FOR A HOISTING
MACHINE, AND ELEVATOR ASSEMBLY

CROSS REFERENCE TO RELATED
APPLICATIONS

This is a continuation of PCT/F12011/050549 filed Jun. 10,
2011, which is an International Application claiming priority
to F1 20105661 filed on Jun. 10, 2010, the entire contents of
each of which are hereby incorporated by reference.

FIELD OF THE INVENTION

The invention relates to fixing solutions and support solu-
tions for a hoisting machine.

BACKGROUND OF THE INVENTION

It is a general aim to utilize built space as efficiently as
possible. For example, owing to space requirements, one aim
is to make the hoisting machines of elevators as compact as
possible. In order to achieve this, hoisting machines are
designed to be as flat as possible in their dimensions in the
direction of the axis of rotation or as small as possible in their
dimensions in the direction of the radius, in which case the
hoisting machines fit better in connection with, for instance,
the wall part of the elevator hoistway or into some other
narrow/shallow space.

The rigidity of the hoisting machine might form a problem
e.g. when minimizing the length in the direction of the axis of
rotation of a hoisting machine implemented with an axial flux
motor. For example, rigidity is required of the hoisting
machine of an elevator as well as of the support structure of
the hoisting machine, because the hoisting machine must
support the elevator mechanics suspended in the elevator
hoistway. Also the noise level of the hoisting machine might
increase to be disturbing when the rigidity of the hoisting
machine weakens.

SUMMARY OF THE INVENTION

The aim of the invention is to disclose a solution to the
problem for increasing the rigidity of a hoisting machine fixed
to a support structure in the elevator hoistway, more particu-
larly when the size of the hoisting machine decreases. In
connection with this, the invention also discloses a solution to
the problem for maximizing the efficiency of utilization of the
space of an elevator hoistway, taking into account the rigidity
requirements for a hoisting machine and for a support struc-
ture of the hoisting machine.

In the fixing arrangement for a hoisting machine according
to the invention the hoisting machine comprises a stationary
structure as well as a rotating structure. The rotating structure
comprises a traction sheave, which comprises a traction sur-
face for exerting a force effect. In the fixing arrangement the
hoisting machine is fixed with fixing means to an elongated
support structure. The elongated support structure is prefer-
ably continuous in the vertical direction, e.g. a guide rail of
the elevator car or ofthe counterweight. The hoisting machine
is fixed from at least two points that are situated apart in the
width direction of the support structure for damping the
vibration caused by the operation of the hoisting machine.
The aforementioned fixing points are preferably disposed in
the top part of the hoisting machine and at essentially the
same height as each other. The aforementioned fixing points
are preferably situated at a distance from each other of at least
the width of the support structure and on different sides of the

10

15

20

40

45

50

2

support structure. The hoisting machine is connected from its
fixing points to a fixing means/to fixing means with dampers
that are preferably of elastomer. The fixing means is/are fixed
rigidly to the support structure. Consequently, when the fix-
ing points with their dampers are spread by at least the width
of the support structure apart from each other, the hoisting
machine is not easily able to bend around the longitudinal axis
of'the support structure. This makes it possible that the hoist-
ing machine does not need to be as rigid as the type of prior-art
hoisting machine that is fixed only at the point of the support
structure in order to meet a certain bending criterion. Conse-
quently, the rigidity needed can be achieved with a hoisting
machine of a more lightweight structure than prior-art, or the
rigidity of a hoisting machine can be improved compared to
what it was before by using a fixing arrangement according to
the invention.

The distance between the aforementioned fixing points is
preferably greater than, or equal to, the diameter of the trac-
tion sheave. The solution effectively damps vibrations of the
hoisting machine, more particularly bending vibrations that
are caused by a force (in an emergency stop situation, et
cetera) exerted on the traction sheave and that occur in rela-
tion to the longitudinal axis of the support structure, because
the fixing points resist the vibration by exerting a force oppos-
ing the vibration, the lever arm of which force for the bending
occurring in relation to the longitudinal axis of the support
structure is, owing to the distance between the fixing points, at
least as large as or larger than the lever arm of the force
exerted on the traction sheave and producing the vibration. In
this way the dimensioning of the fixing points in relation to
the force exerted on the fixing points can be reduced, in which
case the fixing points/dampers connected to the fixing points
can, if necessary, be made structurally lighter than those
according to prior art.

In a preferred embodiment of the invention the aforemen-
tioned fixing means is rigid and the fixing means continues
essentially as an integral piece between the fixing points.

The hoisting machine is fixed at its bottom part to a support
structure preferably from only one fixing point, which sim-
plifies the fixing arrangement.

In a preferred embodiment of the invention the hoisting
machine comprises a stiffener rib, which is fitted onto the
opposite side of the traction sheave than the stationary struc-
ture of the hoisting machine, and fixed rigidly to the station-
ary structure of the hoisting machine such that the traction
sheave is disposed in the space remaining between the stiff-
ener rib and the stationary structure of the hoisting machine.
The elongated support structure, which is essentially continu-
ous in the vertical direction, passes by the stiffener rib in the
immediate proximity of it. The stiffener rib is shaped to
extend away from the traction sheave, extending at most 18
millimeters to beside the support structure. In this case the
stiffener rib makes the hoisting machine even more rigid, in
which case extra space does not need to be reserved for the
hoisting machine in the direction of bending of the hoisting
machine.

In one embodiment of the invention the hoisting machine
comprises a disc brake; in this case a ring-shaped rim is
preferably formed as an extension of the outermost rim of the
rotating structure of the hoisting machine for the brake disc of
the disc brake.

In one embodiment of the invention the hoisting machine
comprises a drum brake; in this case the brake ring of the
drum brake is preferably formed as an extension of the out-
ermost rim of the rotating structure of the hoisting machine.
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The ratio of the distance between the fixing points disposed in
the top part of the hoisting machine to the diameter of the
brake disc/brake ring is preferably greater than 0.5.

The elevator assembly according to the invention com-
prises an elevator car; which elevator car is suspended in the
elevator hoistway with suspension means; and which elevator
assembly comprises a hoisting machine for moving the eleva-
tor car along a guide rail fixed to a wall part of the elevator
hoistway. The stationary structure of the hoisting machine
comprises a stator and the rotating structure of the hoisting
machine comprises both a rotor and a traction sheave. The
traction sheave comprises a traction surface for receiving the
aforementioned suspension means, and the suspension means
are rotatably supported with the aforementioned traction sur-
face. The stator, rotor and traction sheave are fitted concen-
trically onto the axis of rotation of the hoisting machine, and
the hoisting machine is fitted into connection with the afore-
mentioned guide rail fixed to a wall part of the elevator hoist-
way apart from the wall surface such that the suspension
means arriving at the traction surface and/or leaving from the
traction surface of the traction sheave travel closer to the wall
part of the elevator hoistway than the rear part of the guide
rail. The rotating structure of the hoisting machine is sup-
ported on the stationary structure of the hoisting machine via
one or more bearings, and the stationary structure of the
hoisting machine is further supported on the aforementioned
guiderail fixed to a wall part of the elevator hoistway such that
the guide rail bears the force exerted on the traction surface
via the suspension means. The stator of the hoisting machine
comprises a concentrated fractional-slot winding, the slot
number q of which is smaller than 0.5. The distance ofthe rear
surface of the aforementioned guide rail fixed to a wall part of
the elevator hoistway from the aforementioned wall part of
the elevator hoistway is selected to be:

a) at least 120 millimeters and at most 170 millimeters
when the nominal load of the elevator car is at most 480 kg;

b) at least 128 millimeters and at most 170 millimeters
when the nominal load of the elevator car is greater than 480
kg and smaller than, or equal to, 680 kg;

c) at least 150 millimeters and at most 195 millimeters
when the nominal load of the elevator car is greater than 680
kg and smaller than 1155 kg.

The slot number q of the concentrated fractional-slot wind-
ing in the stator of the hoisting machine is most preferably
0.3. When the slot number of the elevator motor that functions
as the power-producing part of the hoisting machine
decreases, the number of stator slots in relation to the number
of rotor poles also decreases. When the number of stator slots
decreases, the space needed by the stator winding, and more
particularly by the winding overhangs, also decreases. In this
case the hoisting machine can be fixed to a guide rail of the
elevator car in connection with a wall part of the elevator
hoistway in a smaller space than prior art. For increasing the
rigidity of the hoisting machine, the hoisting machine can be
fixed using the fixing arrangement for a hoisting machine
described in the preceding. A suspension ratio of 2:1, or even
greater, can further be selected as the suspension ratio of the
elevator assembly, and the force exerted, via the traction
surface of the traction sheave, on the guide rail supporting the
hoisting machine can therefore be reduced. When the dis-
tance of the guide rail supporting the hoisting machine is
further selected, in the manner presented in the invention, as
a function of the nominal load, i.e. of the maximum load
during normal operation, of the elevator car, the space box of
the elevator car in the elevator hoistway can be increased and
therefore the usable cross-sectional area of the elevator hoist-
way can be utilized more efficiently than in prior art. The
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invention is applicable for use in elevator assemblies with
counterweight; the space advantage to be achieved with the
invention can, however, also be utilized by applying the
invention to elevator assemblies without counterweight.

In a preferred embodiment of the invention the hoisting
machine is disposed in the space remaining between the
aforementioned guide rail and the wall part of the elevator
hoistway. The axis of rotation of the hoisting machine is
preferably disposed essentially orthogonally with respect to
the wall part. The traction sheave, the rotor and the stator are
preferably disposed consecutively in the direction of the axis
of rotation of the hoisting machine. The elevator motor
according to the invention is preferably an axial flux motor; in
this case the air gap remaining between the rotor and the stator
of'the elevator motor is preferably in the direction of the axis
of rotation of the hoisting machine.

In a preferred embodiment of the invention the rim part of
the traction sheave and also the stator are disposed essentially
face-to-face in the direction of the axis of rotation of the
hoisting machine. This type of an arrangement stiffens more
particularly a hoisting machine provided with an axial flux
motor.

Preferably at least one rope pulley that moves along with
the elevator car is fixed into connection with the elevator car,
and the aforementioned rope pulley is suspended with the
aforementioned suspension means for supporting the elevator
car. The suspension ratio of the elevator assembly is in this
case preferably 2:1 or even higher. The suspension means is
preferably a hoisting rope. The diameter of a round hoisting
rope is preferably smaller than, or equal to, 8 mm, most
preferably 4 mm or even less.

The hoisting machine according to the invention is prefer-
ably a permanent-magnet motor. The rotor is in this case
preferably magnetized by fixing permanent magnets into a
ring-like rim onto the surface of the rotating structure of the
hoisting machine.

In a preferred embodiment of the invention the hoisting
machine is disposed in the top part of the elevator hoistway. In
this case the elevator car can preferably be suspended in the
elevator hoistway with the same suspension ropes or suspen-
sion belt running via the traction sheave of the hoisting
machine as the suspension ropes or suspension belt with
which the elevator car is driven.

The aforementioned summary, as well as the additional
features and advantages of the invention presented below, will
be better understood by the aid of the following description of
some embodiments, said description not limiting the scope of
application of the invention.

BRIEF EXPLANATION OF THE FIGURES

FIG. 1 presents an elevator assembly according to the
invention, as a block diagram

FIG. 2 presents a part of a hoisting machine according to
the invention, as viewed from above in the elevator hoistway
and sectioned open in the direction of the radius from the axis
of rotation of the hoisting machine

FIGS. 3a-3d present a fixing arrangement according to the
invention for a hoisting machine

FIG. 4a presents a fixing arrangement according to the
invention for a hoisting machine

FIG. 4b presents a fixing arrangement according to prior art
for a hoisting machine

FIG. 5aq illustrates a stator according to the invention of a
hoisting machine as viewed from the direction of the axis of
rotation
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FIG. 55 illustrates a rotor according to the invention of a
hoisting machine as viewed from the direction of the axis of
rotation

MORE DETAILED DESCRIPTION OF
PREFERRED EMBODIMENTS OF THE
INVENTION

FIG. 1 presents as a block diagram an elevator assembly, in
which the elevator car 15 and the counterweight 29 are sus-
pended in the elevator hoistway 30 with suspension ropes 16.
The elevator car 15 is moved with the hoisting machine 2 of
the elevator, said hoisting machine being disposed in the top
part of the elevator hoistway 30, along a guide rail 9 fixed to
a wall part 17 of the elevator hoistway by exerting a force
effect on the elevator car with hoisting ropes 16 traveling via
the traction sheave 5 of the hoisting machine 2 of the elevator.
On the surface of the traction sheave 5 are rope grooves, in
which the hoisting ropes move along with the rotational
movement of the traction sheave such that the hoisting ropes
are rotatably supported in the rope grooves. The power supply
to the hoisting machine 2 of the elevator occurs with a fre-
quency converter (not shown in figure) connected between an
electricity network and the hoisting machine 1 of the elevator.
The frequency converter and the hoisting machine 2 of the
elevator are disposed in the elevator hoistway 30, in connec-
tion with a wall part of the elevator hoistway outside the path
of'movement of the elevator car 15. The hoisting machine 2 of
the elevator is fixed to a guide rail 9 of the elevator car apart
from the wall part 17 of the elevator hoistway with fixing
means, such that the guide rail 9 bears the force exerted on the
rope grooves of the traction sheave 5 via the hoisting ropes 16.
The guide rail 9 is fixed to the wall part 17 of the elevator
hoistway with guide rail fixings 31.

According to FIG. 1 the hoisting machine 2 of the elevator
is disposed in the space between the aforementioned wall part
17 of the elevator hoistway and the guide rail 9 such that the
axis of rotation 19 of the hoisting machine is situated essen-
tially orthogonally with respect to the aforementioned wall
part 17. As presented in FIG. 1, the hoisting ropes 16 arriving
at the rope grooves of the traction sheave 5 of the hoisting
machine 2 as well as the hoisting ropes 16 leaving from the
rope grooves travel closer to the wall part 17 of the elevator
hoistway than the rear part of the guide rail 9 of the elevator
car. FIG. 3a presents in more detail the fixing arrangement 1
for a hoisting machine 2 used in the elevator assembly of FIG.
1. According to FIG. 3a the hoisting machine 2 is fixed at its
top part to the guide rail 9 from two points 6 A, 6B, which are
at the same height and which are situated apart from each
other in the width direction w of the guide rail 9 of the elevator
car, with a rigid fixing means 7, which continues essentially
as an integral piece between the fixing points 6 A, 6B. For this
purpose the fixing points 6A, 6B of the hoisting machine 2
comprise fixing pins/fixing bolts. The fixing means 7 is fixed
rigidly to the guide rail e.g. with fixing pins, fixing bolts or
fixing screws. The hoisting machine is fixed at its bottom part
to a guide rail 9 from only one fixing point 6C with a rigid
fixing means 10. FIGS. 35, 3¢ and 34 present in more detail
the fixing points 6 A, 6B, 6C of a hoisting machine in a fixing
arrangement according to FIG. 3a. The fixing pins of the
fixing points 6A, 6B of the top part of the hoisting machine 2
as well as the fixing point 6C of the bottom part are connected
to the rigid fixing means 7, 10 with an elastomer 11, which
damps the vibration caused by the operation of the hoisting
machine, e.g. from the effect of groove harmonics. The brake
ring 13 of the drum brake is formed as an extension of the
rotating structure of the hoisting machine 2. Two drum brakes
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(not in figure) movably supported on the stationary structure
of the hoisting machine are the machinery brakes of the
hoisting machine 2, the brake shoes of which drum brakes
engage, pressed by a spring pack, against the brake ring 13 to
brake the movement of the traction sheave 5 of the hoisting
machine. For example, in connection with an emergency stop
the brake shoes of the machinery brakes engage to brake a
traction sheave that is moving rotationally; in this case, owing
to the kinetic energy of the elevator car, an essentially large
force braking the movement of the traction sheave is formed
between the rotating structure and the stationary structure of
the hoisting machine, which force tries to produce vibration
of the hoisting machine. For damping the vibrations of the
hoisting machine 2, the distance s between the fixing points
6A, 6B of the top part of the hoisting machine is selected to be
equal to, or even greater than, the diameter D of the traction
sheave 5. The distance s between the fixing points 6A, 6B
could also be selected e.g. such that the ratio of the distance s
to the diameter D1 of the brake ring is great, e.g. greater than
0.5. This type of fixing arrangement stiffens the structure of
the hoisting machine 2, reducing the vibration of the hoisting
machine.

FIG. 4a presents a second fixing arrangement for a hoisting
machine according to the invention; in this, the fixing points
6A, 6B of the top part of the hoisting machine 2, with the
dampers of said fixing points, are not spread in the width
direction of the guide rail 9 by as great a distance from each
other as in the fixing arrangement of FIG. 3a; the fixing points
6A, 6B with their dampers are, however, disposed at least the
width of the guide rail 9 apart from each other. Also with this
an improvement is achieved in the rigidity of the hoisting
machine compared to the prior-art fixing arrangement of F1G.
45, in which the hoisting machine is fixed at its top part from
only one point 6A to the guide rail 9. This is because in the
fixing arrangement according to the invention the hoisting
machine is not able to bend around the longitudinal axis of the
guide rail 9 in the same way as in the prior-art fixing arrange-
ment according to FIG. 45.

A permanent-magnet synchronous motor functions as the
power-producing part of the hoisting machine 2, the stator of
which motor is disposed in a stationary structure of the hoist-
ing machine and the rotor is disposed in a rotating structure of
the hoisting machine. One possible structure of a hoisting
machine e.g. applicable to the embodiment of FIG. 1 or of
FIG. 3a is presented in more detail in FIG. 2, as viewed from
above in the elevator hoistway and sectioned open in the
direction of the radius from the axis of rotation 19 of the
hoisting machine 2. The rotor 20 and the stator 18 of the
hoisting machine are disposed on opposite sides of the air gap
27. The air gap is essentially in the direction of the axis of
rotation 19 of the hoisting machine. The traction sheave 5 of
the hoisting machine is integrated into the same piece as the
rotor 20. The rim part 25 of the traction sheave 5 and also the
stator 18 are disposed essentially face-to-face in the direction
of the axis of rotation 19 of the hoisting machine, in which
case the rim part 25 stiffens the rotating structure 4 of the
hoisting machine more particularly for the effect of the force
component in the direction of the air gap 27 between the rotor
20 and the stator 18. For stiffening the hoisting machine, the
hoisting machine also comprises a stiffener rib 12, which is
fitted onto the opposite side of the traction sheave 5 than the
stationary structure 3 of the hoisting machine. The stiffener
rib 12 is fixed rigidly to the stationary structure of the hoisting
machine such that the traction sheave 5 is disposed in the
space remaining between the stiffener rib 12 and the station-
ary structure 3 of the hoisting machine. The guide rail 9, to
which the hoisting machine is fixed with fixing means (not in
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figure) passes by the stiffener rib 12 in the immediate prox-
imity of it. The stiffener rib is shaped to extend away from the
traction sheave 5, extending at most 18 millimeters to beside
the guide rail 9, calculated starting from the rear part 21 of the
guide rail. Consequently, the elevator car moving along the
guide surface 22 of the guide rail, said elevator car being
supported on the guide rail (not in figure) fixed in connection
with the elevator car, can travel closer than prior art to the rear
part 21 of the guide rail, which makes it possible for the
dimension of the elevator car to be increased towards the wall
part 17 of the elevator hoistway.

One possible structure of the stator of a hoisting machine is
illustrated in FIG. 5a and one possible structure of the rotor of
a hoisting machine is illustrated in FIG. 56. The rotor 20 is
magnetized with permanent magnets, such that permanent
magnets 28 are fixed into a ring-like rim onto the surface of
the rotating structure 4 of the hoisting machine. The polarities
of two consecutive permanent magnets are of opposite direc-
tions to each other; and each of the permanent magnets forms
a magnetic pole of the rotor. The stator 18 comprises slots 32,
into which a concentrated winding 33 is fitted, in which case
the wire of the same phase winding passes in slots that are
nextto each other. By combining the stator 18 and the rotor 20
of FIGS. 5a, 5b, the slot number of the concentrated frac-
tional-slot winding obtained is 0.4. In the most preferred
embodiment of the invention the stator 18 of the hoisting
machine, however, comprises a concentrated fractional-slot
winding, the slot number q of which is 0.3. The term slot
number refers to the number N1 of stator slots that are in a
stator in relation to the number N2 of magnetic poles of the
rotor per phase; therefore, in the case of a three-phase motor,
the following equation is obtained for the slot number:

N1

1730

A slot number of 0.3 is preferably obtained by selecting 36
as the number of stator slots and 40 as the number of magnetic
poles of the rotor. In this case also the number of permanent
magnets is 40. The large number of rotor poles in relation to
the number of stator slots makes it possible to obtain the
torque needed for moving the elevator car from an elevator
hoisting machine 2 fitting into a smaller space than prior art,
e.g. into connection with a wall part 17 of the elevator hoist-
way.

As presented in FIG. 1, the suspension ratio of the elevator
assemblyis 2:1, in which case at least two rope pulleys 26 that
move along with the elevator car are fixed into connection
with the bottom part of the elevator car 15, and the rope
pulleys are suspended with hoisting ropes 16 that pass via a
rope pulley. The force effect exerted on the traction sheave of
the hoisting machine is therefore only one-half of the weight
of the elevator car. Here, 4 mm is selected as the diameter of
the hoisting ropes, which enables the use of very small rope
pulleys 26; the diameter of the rope pulleys is dependent on
the diameter of the hoisting ropes, at a ratio of e.g. approx. 40.

In a preferred embodiment of the invention according to
FIG. 1, the distance of the rear surface 21 of the guide rail 9
fixed to a wall part 17 of the elevator hoistway from the wall
part 1 of the elevator hoistway is selected according to the
following table for an elevator car having 2:1 suspension,
taking into account the space required owing to the bending
vibration of the hoisting machine 2:
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40

45

55

Load T of the elevator
car acting on the
traction sheave 5

Distance of the rear
surface of the guide rail
from the wall part 1/mm

Nominal load of the
elevator car L/’kg

120 mm-170 mm L =480 kg T=240kg
128 mm-170 mm 480 kg <L < 680 kg 240 kg<T =340 kg
150 mm-195 mm 680kg<L<1155kg 340kg<T<577kg

As can be observed from FIG. 1, reducing the distance
between the guide rail 9 and the wall part 17 of the elevator
hoistway enables increasing the width ofthe elevator car 15 in
the direction of the axis of rotation 19 of the hoisting machine
2 of the elevator, in which case a more spacious elevator car
15 than before can be fitted into the same elevator hoistway.
Increasing the volume of'the elevator car 15 also increases the
transport capacity of the elevator.

The fixing arrangement according to the invention for a
hoisting machine is suited for use in different lifting systems;
in addition to a passenger elevator and freight elevator sys-
tem, the fixing arrangement can be used e.g. in mine elevators,
drum drive elevators, and also in cranes.

In the preceding the invention is described in connection
with an elevator assembly with counterweight; the invention
is suited, however, also to elevator assemblies without coun-
terweight.

In the embodiment of FIG. 1 described above the hoisting
machine 2 is disposed such that the axis of rotation 19 of the
hoisting machine 2 is situated essentially orthogonally with
respect to the wall part 17, the direction of the axis of rotation
of the hoisting machine can, however, also differ from an
orthogonal direction, in which case the hoisting machine 2
can also be disposed e.g. such that the axis of rotation 19 is
parallel with the aforementioned wall part 17. In this case the
hoisting machine can be fixed such that only the hoisting
ropes arriving at the rope grooves 14 of the traction sheave 5
or only the hoisting ropes leaving from the rope grooves 14 of
the traction sheave 5 travel closer to the wall part 17 of the
elevator hoistway than the rear part 21 of the guide rail of the
elevator car.

In the embodiments described above hoisting ropes are
used as the suspension means 16 of the elevator car; in place
of hoisting ropes, also e.g. a belt or corresponding structure
could be used as suspension means 16, in which belt or
corresponding structure fibers, steel strands or corresponding
that increase longitudinal tensile strength are fitted inside a
matrix comprising an elastomer, such as rubber and/or poly-
urethane.

By means of'the invention, the hoisting machine 2 can also
be fixed e.g. to a horizontal/vertical support beam disposed in
the elevator hoistway, instead of being fixed to a guide rail 9.

The invention is not only limited to be applied to the
embodiments described above, but instead many variations
are possible within the scope of the inventive concept defined
by the claims.

The invention claimed is:

1. A fixing arrangement for a hoisting machine, the hoist-
ing machine including a stationary structure and a rotating
structure, the rotating structure including a traction sheave
having a traction surface to exert a force effect, the fixing
arrangement comprising:

a fixing member extending laterally outward from a guide
rail in at least two directions, the at least two directions
being opposite to one another, and being in a width
direction of the guide rail; wherein
the hoisting machine is fixed to the fixing member at at

least two fixing points to damp vibration caused by
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operation of the hoisting machine, the at least two
fixing points being at opposite ends of the fixing
member in the width direction of the guide rail, and
the at least two fixing points being spaced apart from
the guide rail by substantially the same distance in the
width direction of the guide rail,

the at least two fixing points are at substantially a same
height, and

a distance between the at least two fixing points is
greater than, or equal to, a diameter of the traction
sheave.
2. The fixing arrangement according to claim 1, wherein a
damper is arranged at each of the at least two fixing points.
3. The fixing arrangement according to claim 2, wherein
the hoisting machine is fixed to an integral piece between the
at least two fixing points via the dampers, and wherein the
integral piece is fixed rigidly to the fixing member.
4. The fixing arrangement according to claim 2, wherein
the dampers are elastomer.
5. The fixing arrangement according to claim 1, wherein
the fixing member is substantially continuous in a vertical
direction from the at least two fixing points at at least one of
a top part and a bottom part of the fixing member.
6. The fixing arrangement according to claim 1, wherein
the hoisting machine is fixed to the fixing member by an
integral piece between the at least two fixing points.
7. The fixing arrangement according to claim 1, wherein a
bottom part of the hoisting machine is fixed to the fixing
member at an additional fixing point.
8. The fixing arrangement according to claim 1, wherein
the fixing member is part of the guide rail.
9. The fixing arrangement according to claim 1, wherein a
ratio of the distance between the at least two fixing points of
the hoisting machine to a diameter of a brake ring is greater
than about 0.5.
10. The fixing arrangement according to claim 1, wherein
the hoisting machine is at a top part of an elevator hoistway.
11. A fixing arrangement for a hoisting machine, the hoist-
ing machine including a stationary structure and a rotating
structure, the rotating structure including a traction sheave
having a traction surface to exert a force effect, the fixing
arrangement comprising:
a fixing member extending laterally outward from a guide
rail in at least two directions, the at least two directions
being opposite to one another, and being in a width
direction of the guide rail; wherein
the hoisting machine is fixed to the fixing member at at
least two fixing points to damp vibration caused by
operation of the hoisting machine, the at least two
fixing points being at opposite ends of the fixing
member in the width direction of the guide rail, and
the at least two fixing points being spaced apart from
the guide rail by substantially the same distance in the
width direction of the guide rail,

the at least two fixing points are at substantially a same
height,

a damper is arranged at each of the at least two fixing
points, and

the at least two fixing points are spaced apart from each
other by at least a width of the fixing member, the
width of the fixing member being in the width direc-
tion of the guide rail.

12. An elevator assembly comprising:

an elevator car suspended in an elevator hoistway;

a hoisting machine configured to move the elevator car
along a guide rail fixed to a wall of the elevator hoistway,
the hoisting machine including a stationary structure and
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a rotating structure, the stationary structure including a

stator, and the rotating structure including a rotor and a

traction sheave; wherein

the stator, the rotor and the traction sheave are fitted
concentrically on an axis of rotation of the hoisting
machine;

the hoisting machine is fitted in connection with the
guide rail via a support structure, the guide rail being
fixed to the wall of the elevator hoistway apart from
the wall surface,

the rotating structure is supported by the stationary
structure of the hoisting machine via one or more
bearings,

the stationary structure is further supported by the guide
rail fixed to the wall of the elevator hoistway,

the stator includes a concentrated fractional-slot wind-
ing, the slot number q of which is less than about 0.5,

adistance of a rear surface of the guide rail from the wall
of the elevator hoistway is: a) between about 120
millimeters and about 170 millimeters when the
nominal load of the elevator car is less than or equal to
about 480 kg; b) between about 128 millimeters and
about 170 millimeters when the nominal load of the
elevator car is between about 480 kg and about 680
kg; or c) between about 150 millimeters and about
195 millimeters when the nominal load of the elevator
car is between about 680 kg and about 1155 kg, the
hoisting machine is fixed to a support structure at at
least two fixing points that are spaced apart in a width
direction of the support structure, the at least two
fixing points being at opposite ends of the support
structure in a width direction of the guide rail, and the
at least two fixing points being spaced apart from the
guide rail by substantially the same distance in the
width direction of the guide rail,

the at least two fixing points are at substantially a same

height, and

a distance between the at least two fixing points is greater

than, or equal to, a diameter of the traction sheave.

13. The elevator assembly according to claim 12, further
comprising:

at least one rope pulley fixed in connection with the eleva-

tor car, the at least one rope pulley being configured to
move along with the elevator car.

14. The elevator assembly according to claim 13, wherein
the at least one rope pulley is suspended with a hoisting rope.

15. The elevator assembly according to claim 13, wherein
a suspension ratio of the elevator assembly is about 2:1.

16. The elevator assembly according to claim 14, wherein
the diameter of the hoisting rope is less than, or equal to, about
8 mm.

17. The elevator assembly according to claim 12, wherein
the slot number q is about 0.3.

18. The elevator assembly according to claim 12, wherein
the hoisting machine is in a space between the guide rail and
the wall of the elevator hoistway.

19. The elevator assembly according to claim 12, wherein
the hoisting machine is fixed to the support structure to
dampen vibration caused by operation of the hoisting
machine.

20. The elevator assembly according to claim 12, wherein
an axis of rotation of the hoisting machine is substantially
orthogonal with respect to the wall.

21. The elevator assembly according to claim 12, wherein
the traction sheave, the rotor and the stator are arranged
consecutively in a direction of an axis of rotation of the
hoisting machine.



US 9,309,092 B2
11

22. The elevator assembly according to claim 12, wherein
a rim part of the traction sheave and the stator are arranged
substantially face-to-face in a direction of an axis of rotation
of the hoisting machine.

23. The elevator assembly according to claim 12, wherein 5
the rotor is part of the rotating structure of the hoisting
machine such that permanent magnets are fixed into a ring-
shaped rim on a surface of the rotating structure.

24. The elevator assembly according to claim 12, wherein
the hoisting machine is arranged in a top part of the elevator 10
hoistway.
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